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commissioning flow chart
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OFF

HIGH ALARM

SW.VERxxxx

(test 
display)

VER x.x ENTER
PASS

xxxx

Temp. °C

Power

Flow

Pressure

kg/h or lb /h

bar g or psi g, depending if 
metric or imperial units are 
selected.

°C or °F

BASIC
dAtA

kW or kBtu/h

Default = 8888 
but user 
settable.

Configuration 
sub-menus

TVA Configuration Displays

xxx.xx

xxx%

AtMOS PRES

UNItS

dRy

IMP

MEt

Total
high

Total
low

O/P 
ALARM

Power 
alarm

(Shows the total high 5 digits 
for 10 s, then the low 5 digits. 
In Kg or lb, kWh or kBTU)

Normal run mode 
display sequence

POWER
OUt

NO
SIGNL

SENSR
CONST

HIGH
FLOW

The 4-20 mA 
alarm will also 
be activated

Shows when 
flow i / p exceeds 
MAX A

No 
signal from 

sensor

The 4-20 mA 
alarm will also 
be activated

Power
interrupted

Flow 
above

maximum

Signal 
from sensor 

constant

Error Messages
These alternate with the normal run 
mode display. They will be prioritised 
and will be latched when they occur.
Pressing the 'OK' button will cancel  
the displayed alarm and allow the          
next one to be viewed.
A continuous alarm will re-occur on  
the display 2 seconds after it has                      
been cancelled.
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Power on sequence; 
turn on all segments, 
then show the 
software version no.

SEt
PASSxxxx

OFF

ON

tOtAL

OUt
PUtS

tESt

MEtER

4-20 mA

PULSE

dISP

PULSE 
OUt

CANCL

4-20 mA 
OUt

xxxxx

dIR

S/N

ZErO MEtER

OFF

ON

xxx.xxmA

yES

NO

Must not exceed 4 
pulses per second

HORIZ

dOWN

UP

NUM/
PULSE

PULSE 
WIdtH

SORCE

CHECK
4 mA

CHECK
20 mA

SEt 4 mA

SORCE

SEt.20 mA
in kg or lb, 
kWh or kBTU

tOtAL

xxxxx

xxxS

ENRGy

Connect a DVM 
and use the up 
and down keys 
to set 4 or 20 mA

in kg/h or lb /h,   
kW or Btu/h.

FLOW

POWER

OP = 4 mA

xxxxx

xxxxx

OP = 20 mA
COMMS bAUd

tyPE ASCII

1 200

9 600

MOdbuS

CLEAR tOtAL

Add xxx

Alarm O / P 
= 22 mA or 
3.8 mA


